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UHF RFID Developer Kit
A complete UHF RFID demonstration featuring the EM4122, EM4444 and ePC C1 Gen2 family of tags

Setup and Installation.
The following items are needed for installation and setup:
•		  SkyeModule M9 reader module (MH)
•		  Host Interface Board and USB or Serial cable
•		  External UHF antenna
•		  EM UHF tag kit
•		  SkyeWare CD

Software Installation:
	 1.	 Insert the CD on a Microsoft Windows XP PC
	 2.	 Follow the Install wizard prompts to complete the installation proce- 
		  dure (note: this installs all necessary applications and documentation  
	 	 in the user specified folder)
	 3.	 If the CD doesn’t Autorun, open the CD directory and click the “Skye- 
	 	 Setup.exe” file

Hardware Setup:
	 1.	 Plug in the DC Power plug and connect to the Host Interface Board
	 2.	 Connect the SkyeModule M9 (MH) to the Host Interface Board
	 3.	 Connect USB cable to the Host Interface Board and connect opposite  
		  end of USB cable to the host (PC or SBC).  
	 4.	 Connect the UHF Antenna Cable to both the SkyeModule M9 and the  
		  external UHF Antenna 

Getting Started.
	 1.	 Select the SkyeDemo icon from the Start menu.  
	 2.	 SkyeDemo will appear if everything is properly connected
	 3.	 With one EM tag parallel to the reader select the Timed Select co- 
	 	 mand to discover the tag in the field. 
	 4.	 The EM tag in the vicinity of the antenna will be seen in the Tag IDs  
	 	 field with the TID and tag type listed.
	 5.	 To explore more on the functionality of the reader and EM tag, select  
		  the SkyeWare icon from the Start menu and follow prompts. 

Troubleshooting.
For more information on the products and troubleshooting, please review the pro-
duct reference guides and accompanying documentation located on the CD.  
If you have any additional questions please contact EM at:

EM Microelectronics - Marin SA 	 Tel. +41 32 755 51 11
Sors 3 		  Fax +41 32 755 54 03
CH – 2074 Marin	 www.emmicroelectronic.com
Switzerland 	 info@emmicroelectronic.com
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System Requirements:

	 →	 Windows KP

	 →	 10Mbytes of  
		  Available Hard Disk Space

Kit Contents:
	 →	 1 SkyeModule  
		  M9 UHF reader module

	 →	 10 Sample EM tag kit

	 →	 1 Host interface board

	 →	 1 External  
		  UHF Antenna and cable

	 →	 1 External Inductive/  
		  Near Field UHF Antenna

	 →	 1 DC power supply

	 →	 1 USB cable

	 →	 1 RS-232 serial cable

	 →	 1 SkyeWare CD containing:  
		  Demo software, drivers,  
		  software libraries  
		  and documentation
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